SRT 4668X 

Australasia users

1. Please download the two following files in a new directory of your hard disk drive:


 INCLUDEPICTURE "http://www.strong-technologies.com/images/collapse.gif" \* MERGEFORMATINET 


 Uploaders
 SRTLOADER_Software_Uploaders_Australasia.exe and save it as SRT4668X.exe
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 Softwares
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 SRT4668X_Software_Softwares_Australasia.stb and save it as SRT4668X.stb


2. Prepare the RS232 Cable (9 pin DIN
Crossed Way) and connect it between PC and the receiver

3. Open the SRT4668X.exe file and choose the Firmware option to download the main software
4. Browse the file SRT4668X.stb and click Connect
5. Switch On the receiver. Download will start showing on the display =001, =002 ---- = 100
6. When it is finished, the display shows 0000

Middle East and Africa users

1. Please download the two following files in a new directory of your hard disk drive:
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 SRTLOADER_Software_Uploaders_ Middle East & Africa.exe and save it as SRT4668X.exe
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 Softwares
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 SRT4668X_Software_Softwares_Middle East & Africa.stb and save it as SRT4668X.stb


2. Prepare the RS232 Cable (9 pin DIN
Crossed Way) and connect it between PC and the receiver

3. Open the SRT4668X.exe file and choose the Firmware option to download the main software
4. Browse the file SRT4668X.stb and click Connect
5. Switch On the receiver. Download will start showing on the display =001, =002 ---- = 100
6. When it is finished, the display shows 0000

